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§§1 (54) Title: FLUID PRODUCT DISPENSING HEAD 

= (54) litre : T&TE DE DISTRIBUTION DE PRODUTT FLUIDE. 




(57) Abstract: The invention relates to a fluid product dispensing head which is intended 
to be mounted to an actuating rod (33) of a dispensing member (3) which can perform a 
reciprocating motion along an axis (X). The inventive head, which defines an inlet con- 
duit (113), comprises an axial connecting sleeve (11) which is designed to be mounted 
on the actuating rod (33). The head also comprises a dispensing end piece (24) which 
defines an end piece channel (142, 142) that is connected to the inlet conduit (113) by 
means of a link channel (132). In addition, the end piece (21) comprises a free dispens- 
ing end (243) defining a dispensing port (241) which is located at the downstream end 
of the end piece channel. The head further comprises a support surface (231) on which 
axial pressure can be exerted in order to push down the actuating rod (33). The invention 
is characterised in that the end piece (24) extends essentially parallel with, but offset in 
relation to, the axis (X). 

(57) Abrege : Tete de distribution de produit fluide destinee a etre montee sur une tige 
d'actionnement (33) d'un organe de distribution (3) d^placable en va-et-vient selon un axe 
(X), ladite tete comprenant un manchon de raccordement axial (11) destine a etre engage" 
sur la tige d'actionnement (33) et d^finissant un conduit d'entree (113), ladite tete com- 
prenant en outre un embout de distribution (24) dgfinissant un canal d'embout (142, 142) 
reliS au conduit d'entree (113) par un canal de liaison (132), ledit embout (21)comprenant 
une extremity libre de distribution (243) d6finissant un orifice de distribution (241) situe* 
a une extr£mit6 aval du canal d'embout, ladite tete comprenant une surface d'appui (23 1) 
sur laquelle une pression axiale peut etre exercee pour enfoncer la tige d'actionnement 
(33), caracterisee en ce que T embout (24) s'etend sensiblement parallelement de maniere 
decalee par rapport audit axe (X). 
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(54) Title: FLUID PRODUCT DISPENSING HEAD 

(54) Titre : T£TE DE DISTRIBUTION DE PRODUIT FLUIDE. 




(57) Abstract: The invention relates to a fluid product dispensing head which is in- 
tended to be mounted to an actuating rod (33) of a dispensing member (3) which can 
perform a reciprocating motion along an axis (X). The inventive head, which defines 
an inlet conduit (1 13), comprises an axial connecting sleeve (11) which is designed to 
be mounted on the actuating rod (33). The head also comprises a dispensing end piece 
(24) which defines an end piece channel (142, 142) that is connected to the inlet con- 
duit (113) by means of a link channel (132). In addition, the end piece (21) comprises 
a free dispensing end (243) defining a dispensing port (241) which is located at the 
downstream end of the end piece channel. The head further comprises a support sur- 
face (231) on which axial pressure can be exerted in order to push down the actuating 
rod (33). The invention is characterised in that the end piece (24) extends essentially 
parallel with, but offset in relation to, the axis (X). 

(57) Abrege : Tete de distribution de produit fluide destinee a etre montee sur une tige 
d'actionnement (33) d'un organe de distribution (3) deplacable en va-et-vient selon un 
axe (X), ladite tete comprenant un manchon de raccordement axial (11) destine* a etre 
engage* sur la tige d'actionnement (33) et dgfinissant un conduit d'entrSe (113), ladite 
tete comprenant en outre un embout de distribution (24) definissant un canal d'embout 
(142, 142) relie* au conduit d'entrSe (113) par un canal de liaison (132), ledit embout 
(21)comprenant une extr&nite libre de distribution (243) definissant un orifice de dis- 
tribution (241) situe* a une extnSmite* aval du canal d'embout, ladite tete comprenant une 
surface d'appui (231) sur laquelle une pression axiale peut etre exerc^e pour enfoncer 
la tige d'actionnement (33), caracterisee en ce que 1* embout (24) s'etend sensiblement 
parallelement de maniere decatee par rapport audit axe (X). 
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